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Introduction
Thank you for buying SWEDX LCD-TV. Please read this manual thoroughly before operating the
TV. Make sure the display was not damaged in transit. Should the TV be damaged, please
contact your dealer and do not install it. Check that you have all the accessories according to the
model.

Safety precaution
! Do not place the TV on unstable places, from which it may fell off.
! Do not expose the TV to extreme temperature and humid environment.
! Avoid subjecting the TV to direct sunlit and other heat sources.
! Do not put the TV into any liquid.
! Do not put anything inside the TV, or place water container on top of the TV.
! In thunder rainy days (especially with lightening), please plug out the power plug and antenna

plug.
! Do not step on the power cable, or tangle them together
! Avoid overload of the exterior electric outlet to prevent fire hazard of electric shock.
! Clean the TV with dry and soft cloth (without evaporative matter).
! lf your TV is broken, do not repair it by yourself, but contact the maintenance personnel.
! lf the remote control is left unused for a longtime, please take the batteries out and store them

in dry places.
! Avoid dropping the remote control.
! lf the LCD TV is installed for exhibition purpose, please do not place the overheated part on

the ground or carpet to prevent accident.

Please install the TV at proper position, such as wall or ceiling. Please install it under the
guidance of professional staff. (When used or exhibit, please do not place the TV horizontally or
vertically on the ground.)

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1)this device may not cause harmful interference.
(2)this device must accept any interference received, including interference that may cause
undesired operation.

This equipment should avoid from water drops and things that fill with liquid, such as vases,
cannot be placed on this equipment.

This equipment is predeterminated to work constantly (unless adding switch on this equipment)
Please disconnect the power cord if this equipment will not be used for a long time.

Precautions When Displaying a Still Image
A still image may cause permanent damage to the TV screen.
! Do not display a still image on the LCD panel for more than 2 hours as it can cause screen

image retention.
This image retention is also known as "screen burn".
To avoid such image retention, reduce the degree of brightness and contrast of the screen
when displaying a still image.

! Watching the LCD TV in 4:3 format for a long period of time may leave traces of borders
displayed on the left, right and center of the screen caused by the difference of light emission
on the screen. Playing a DVD or a game console may cause a similar effect
to the screen. Damages caused by the above effect are not covered by the Warranty.

! Displaying still images from Video games and PC for longer than a certain period of time may
produce partial after-images.
To prevent this effect, reduce the "brightness# and "contrast# when displaying still images.

Design and specifications are subject to change without notice.
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Basic operation

Preparation

Heating sources and humidity

Cleaning and maintenance

Departure in holidays

! Put the TV on a stable surface.
! Do not fix the TV with others fixations than those provided or suggested by the manufacturer.
! If you have a wall mount, check that it is steady.
! Do not place any material on the TV.
! Do not block or cover the ventilation openings on the TV.
! The TV must be plugged with a tension source of 110-240 volts and 50-60 Hz.
! Power cord and cables must be properly routed and protected to prevent from stepping on

them.
! Keep the power cord away from any heat source. Possible fire hazard.

! Keep the TV dry and away from humidity.
! Keep the TV away from heat sources.

! Unplug the TV before cleaning it. Do not use solvents or liquids to clean the TV.
! Only clean the TV with a soft and dry cloth.
! In case of troubleshooting, do not use spare parts other than those suggested by the

manufacturer. Using inadequate spare parts can lead to electric shocks, short-circuits fire or
others incidents. Please contact a technical authorized by SWEDX brand.

! Unplug the LCD-TV during lightning storms or when unused for long periods of time.

! Use AC 100-240V  50-60 Hz power outlet for the TV power supply.
! lf the screen of TV is not on, please press the power button on the remote control or on the

TV.
! lf you want to shut off the TV temporary, please press the power button on the remote control

or on the TV.
! lf you want to shut off the TV completely, please switch off the power ON/OFF.
! In TV/AV state, the TV will enter idle state if there is no signal input within 3 minutes.
! ln PC state, the TV will enter idle state if there is no signal input within 2 minutes.
! The setting and tuning of picture and sound will be saved when the TV is shut off, which will

be working in the pre-shut off state when the TV is turn on again.
! lf PC signal source is used, please first set the resolution of the PC display card as the

following modes: (1024*768 60 Hz, 800*600 60 Hz, 640*480 60 Hz)
! lf there is line-by-line output of the signal used by the user, signal source with line-by-line

output is recommended.

WARNING:
TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS
APPARATUS TO RAIN OR MOISTURE.

WARNING

RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION:
TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT

REMOVE COVER(OR BACK). REFER SERVICING TO

QUALIFIED SERVICE PERSONNEL

Design and specifications are subject to change without notice.
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Contents

Included items in SG-series:

2 x AAA Battery Remote ControlNotice AC Cable
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1. Scart 2

2. HDMI 1&2 HDMI 1&2  input
3. Scart 1
4. VGA Audio

Composite video (AV)
Component YpBpR

Half Scart input terminal (CVBS
S-video / Y/C signals)

Full Scart (RGB) input
Audio-input of PC/VGA

input

9. DTV/ATV Input for digital/analog TV-
Channels

10. Power Input Power Input 110-240 V
11. On/Off Main On/Off Switch
12. Headphone Input for Headphone (when

connected, it will mute the
speakers)

@ 50-60Hz

5. VGA PC (VGA) input
6. S-video S-video input
7. AV
8. input.

1. ON/OFF: Power switch ON/OFF
2. CH+/-: Zap the channels / Navigate the OSD menu
3. Vol+/-: Decrease and increase the audio volume / Navigate the OSD menu / Adjust

values in the OSD
4. Select/Menu: Activate the OSD menu / Select in the OSD menu or Sources

Activate the input source menu / Exit the OSD menu
6. LED: Power indicator
7. IR: Remote control Infra Red receiver

Connections on the rear of the LCD-TV

5. Source/Exit:

ON/OFF SELECT EXIT

MENU SOURCEVOL+VOL-CH+CH-

2 3 4 51 6,7

Control buttons:
The control buttons#s outlook  on your SWEDX LCD-TV is the following:

2 3 4 5 6 7 8 9 10 111

ON/OFF SELECT EXIT

MENU SOURCEVOL+VOL-CH+CH-
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13. USB Media Player / FW
USB Media Player input / Input for quick/easy

update.
14. HDMI 3-5 HDMI 3-5 input.
15. CI-input Input for CI-Module with card

Firmware

16. Comp.audio Audio input for YpBpR input
17. Digital Audio Output for digital audio

(Coaxial)
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POWER SOURCE
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DUAL I-II ARC PSM SSM

+

VOL

CH

321

654

987

PRE/CH
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HDMI DTV
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MENU EXIT

ENTER

ScartComponent

TTX ON MIX SIZE HOLD

CANCEL INDEX TIME REVEAL
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S.SELECTPIP
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17
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21
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27
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52

34

35

36

37

1. On/Off button
2. Turn Off/On TV

speakers
3. Enter sleep mode in

certain chosen time
4. Select audio mode
5. Picture size selection
6. Number buttons for

direct channel access
7. One/Two-digit channel

selection
8. Shortcut to HDMI1,2,3

inputs.
9. Shortcut to PC input
10. Menu display. In OSD

sub-menu press to
access previous menu

11. Navigation button
12. Confirm/activate

button
13. Navigation/adjust

button
14. Navigation button

15. Shortcut to
Component

16. Activate Teletext
17. Alter Teletext mix
18. Teletext cancel
19. Teletext index
20. Fast-text topic

selection in Teletext

UP

LEFT

DOWN

RED
21. Fast-text topic

selection in Teletext

22. List TV-channels
23. Alter TV/Radio in DTV
24. Choose primary and

secondary audio
language in DTV

25. Display EPG in DTV
26. Display favorite

channels in DTV
27. Display subtitles in

DTV
28. Flash when a button

is pressed
29. Available sources

selection

GREEN

6

Remote control buttons

30. Display information
about the current
source

31. Picture freeze
32. Alter sound mode
33. Alter picture mode
34. Volume increase
35. Volume decrease
36. Next channel. When

the channel list is
displayed, it scrolls
down to next page in
the list.

37. Previous channel.

38. Shortcut to DTV.
39. Shortcut to ATV
40. Exit the OSD
41.

42.

When the channel list
is displayed, it scrolls
up to previous page in
the list.

Navigation/adjust
button
Shortcut to Scart1
input. Press Twice to
access Scart2

43. Hold Teletext
44. Teletext size selection
45. Reveal Teletext
46. Display time in

Teletext
47.  Fast-text topic

selection in Teletext

48. Fast-text topic
selection in Teletext

49. N/A for this model
50. N/A for this model
51. N/A for this model
52. N/A for this model

Buttons 20,21,47,48 are
used with the USB Media
Player.

RIGHT

Blue

Yellow
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Basic Operation

Turning LCD-TV On And Off

Select Source

Press Power button on the remote control or the On/Off button on the
control buttons. The LCD will turn on and will be ready to be used.

Press Source button on the remote control. Then you can see the
source list menu shown to the right. Press Navigation Up/down
button on the remote control to select the source and confirm by
pressing Enter.

Volume Control
Press VOL+ / VOL- button on the remote control to adjust the
volume level.
Press MUTE button on the remote control when you need to
mute the sound.

29
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OSD Menu Structure
! OSD (On Screen Display) allows users to

control or adjust various features and
settings in accordance with his/her
preferences.

! Press the MENU button on the remote
control to see the main OSD menu.

! Main Menu: Press the MENU/ENTER button on the
remote control to enter the main OSD menu.
First, select Main menu item you need with the

$ & %.
To select a main menu items, just press Enter or
Navigation button on the Remote Control.

! Sub Menu: Each menu item has its own sub menu
items to set.

! Sub Menu items:
A: If there is a part, the item has an under menu. You can enter the under menu and adjust
an item you need.
Select sub-menu item with buttons on the remote control and press buttons to
enter the submenu or change the value.

Example of OSD Menu:

!

buttons

%

& $ & %

B: If there is no % part, the item has adjustable values. Use the $ & % buttons to adjuest the
values.
C: If the sub-menu item is grey colored, it means this item is not available in the particular
mode.

" !

Enter

Input Source

DTV

TV

SCART1

SCART2

AV

S-video

Component

PC-RGB

HDMI1

HDMI2

HDMI3

HDMI4

HDMI5

Storage

Exit

TV SETTING

ATV Manual Tuning

Program Edit

CI Information

Menu EnterExit

Auto Tuning

DTV Manual Tuning

www.swedx.com

OSD Menu Operation:

Press button on the remote control to access the OSD Menu. Pressing the
same button again will move you backward in the OSD structure.
Press button to confirm/select.
Use & buttons to navigate or change the parameters of the current
sub-menu.

MENU

ENTER
LEFT RIGHT

Use & buttons to navigate in the OSD Menu.
Press          button to exit the OSD Menu.

UP DOWN
EXIT

MENU

ENTER

EXIT
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